Annexure-A

Clarifications in regard to queries/suggestions received Tor Bid Documents for Procurement of instruments /Equipments (o

AILA Sarita vihar — New Delhi as per the tender G-19004/10/4/2016/A1IA dated 04/07/2019

As per provisions given in Section — 1 I'TB Para 7 of the Bid Documents and the queries/clarifications sought by the prospective bidders.
the following Responses are being issued after approval of the competent authority AlIA :-

Technical:

S.No

Para |/ Clause under
Reference as per Bid
Document

Content of Para / Clause under Reference
as per Bid Document

Query/Suggestions

Response

Display - Tiltable 6.4 Inch /more, TFT

Display - Tiltable 6.4 Inch ‘more. TF1

ometer & Display - Tiltable 6.4Inch TFT display .
i Ei::mumﬂﬁ-u;r b display/Touch screen display Touch screen
| Page 10 of 25
i; i imported) 01.5ht | (i ried) with CCTV
02 Slit lamp (imported 01.Slit lamp (imported) with CCTV | OL.Slit lamp (im Slit lamp (imported
1 wilth CC]:;'E'I-' aft-;chn:em. attachment. with Camera along CMOS Sensor attachment / Slit lamp (imported)
| Page 10 of 25 with Camera along CMOS Sensor
Page 3
e Eyepiece magnification - 10X,
| 12.5X. =5D and above high eye point
| 02. Eyepiece magnification - 10x high eye svepieces
point evepieces, + 8D compensation of we ‘
ametropia. | 03. Display- LED
04 USB/LAN Interface Sofiware from
original manufacturer
(4 USB Interface Software from original
manufacturer | - '
03 Fundus camera 01. Filters - FA exciter and barrier filters, 01.Filters - FA exciter and barrier
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Filter for green and Blue images. filter for
fundus auto fluorescence UV/IR barrier filter
Auto Florescence (FAF) & ICG.

Auto Florescence

filtess Filter for green and Blue
images. filter for fundus awo
Muorescence LIV/IR barrier filter Auto
Florescence (FAF) (FAF) & ICG.
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[02. Flash energy - Xenon flash lamp
03.Operating ~ System - Windows XP
Professional

04. OPTIONAL - FORUM software 10
access reports Data & images

02 Flash enerey - Xenon  flash

lamp/integrated flash

03. WindowsXP. Professional/ Window
7

04. OPTIONAL- Compatible original
software to access reports Data &

02, l_'rih-h cm..:rg:- Xenon flash

Jamp/integrated flash

03. WindowsXP. Professional Window
7

04. OPTIONAL- Compatible original
software 1o access reports Data &

i Images = IR
images = __ | IMAESS — s
i ac e {T non contact tonometer Wil
C - 1.Air pull non contact tonometer with | 01.Airpu ' conl RTICREE s
s GO AL T RN R SRR Eully aulznnmtiu & rotatable touch screen | fully automatic & rotatable touch
Page 15 of 25 | screen e T I
Thi 1 ‘- : o Wig gt
| ini 3 | The minimum scan speed should be | 01.The minimum scan speed SA0 |
\ 03 \ Optical CSE"}N“W l:;.‘;il;hﬁcj gt-llllg:;n;mé‘c 3?1:;:7 :3::::1 should be g N L o sccond 50000 and above A-Scan per second
Tomography - 2 -2 = 0000 |
Page 18 of 2 i ? i i Foot Pedal 06 12 | 01.Motorized Foot Pedal 06 - 12
06 Operating microscope ﬂ_l .Ml’.}:{nﬂ?xﬂt I-mrf'i p:ﬂ:‘t :1[!: ;n :1;.! function . ?Jngﬂzlruﬂ B e coveo| el . m“p“n‘g Sitae o
PR IS ;ﬁiﬂﬂﬁlﬁgﬁ:&?:ﬂxﬁﬂmm 125mm 180 Deg. Inclinable binocular 425mm 180 Deg. [::Idlrlahh: bll'l{!lt'.‘!.ﬂﬂl‘
180 Deg. Inclinable binocular tube = 170 | tube f= 200 mm, Wide angle eye piece | tube I‘:EUU mm. Wide angle eye piece
mm, Wide angle eye piece 10X 10X, 12.5X 10X, 12.5X
' 02.High-quality objective lens with
| 02 High-quality  objective  lens  with 02.High-quality objective lens with | apochromatic optics and focal length of
\ apochromatic optics and focal length of 200 apochromatic optics and focal length of

| mm Mount diameter 65 mm or more

03.LED illumination source with colour
temperature of 4,500 K (daylight effect).

4CCTV Attachment,

ICCD full HD  (1064Lines) camera
attachment Integrated or external.

200 mm Mount dinmeter 50 mm or more

03LED /Halogen illumination

200 mm Mount diameter 30 mm or
more

03LED /Halogen illumination

MCCTY Attachment,

VACCD full HD (1064Lines) camera
attachment Integrated or external.

B4CCTY Attachment.
13CCD full HD (1064Lines) camera

|
107 \ Impedance uudumnulut.—| Multifrequency-
| Diagnostic Middle Ear

Ananlyzer with contra ear |

testing facilities

| Page 15 0125

1 02 Volume Range - 0.1 ml 1o 6.0 ml

01, Probe Frequency- 226Hz,
OT8M2 8002 1000H

Multifrequency —

O1.Probe Frequency-- 226Hz,
6 78HZB00H 1000H 2

[ 226Hz, 678Hz, 10001z

02.Volume Range - 0.2 ml to 7.0 ml

attachment Integrated or external. j
Multifrequency — ’

01.Probe Frequency- 226Hz, '
678H2800H2, 1000Hz2 /
226llx, 678HZ, 1000Hz

02.Volume Range - 0.2 ml to 7.0 ml
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Pressure Measurement System
Range: +200 to -600 daPa

Tympanometer
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TympanometeryWith ~ Multiple  Probe
Frequencies i.e.. 226, 678, 800 & | KHz

Accessories (mandatory, standard. optional):
Spare parts (main ones); Consumables /
reagents (open. closed system) :Probe
Assembly. Ear tips (standard and special size
esp. for children),

Pressure Measurement System
Range: +200 to -600 daPa/
+400 to -600 daPa

TympanometeryWith Multiple Probe

Frequencies i.e., 226, 678, 800 & |
KHz/226, 678, & | KHz

Additional set of accessories -2

——— e

Pressure Measurement System

Range: +200 to -600 daPa / +400 1o -
600 daPa J
TympanometeryWith Multiple Probe |

Frequencies ie., 226. 678. 800 & |
KHz /226, 678. & | KHz

Additional set of accessories -2

e Desirable - All the instruments /equipment should have the provision of Upgradation.

e TFinalization of the instrument /equipment shall be done only after satisfactory de

committee.
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